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Peter Schaper - Managing Director
Dream Chip Technologies
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Our aim was to make a product where the only real limit was the 
imagination of the user. Full creative possibilities – facilitated by a 
camera that can be placed almost anywhere, giving a completely unique 
perspective on the subject matter. An unusual angle, a striking shot – 
these revolutionise the viewer experience. 

And because our German build-quality makes our products tough and 
resistant, you can be sure they’ll survive even the most challenging of 
environments.
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SDI output: 1x HD-SDI output 

Mount: S Mount (M12) 

Mount: 85°@3.4mm lens (included) 

Microphone: Mono Mic 

Size: 30mm x 30mm x 30mm 

Weight: 45g 
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SDI output: 1x HD-SDI output 

Mount: S Mount

Lens: 85°@3.4mm lens (included)

Microphone: Mono Mic 

Size: 30mm x 30mm x 18mm 

Weight: 25g 
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Shutter type: Rolling shutter 

Sensor size: 1/2.5”

Progressive Framerates: 23.98, 24, 25, 29.97, 30, 50, 59.94, 60

Interlaced Modes: 50i, 59.94i, 60i

HDR: HLG, PQ and SLOG3

Color: multi matrix support

Control: RS 485

SDI output: 1x HD-SDI output 

Mount: S Mount

Lens: 85°@3.4mm lens (included)

Microphone: Mono Mic 

Size: 32mm x 32mm x 51mm 

Weight: 115g 
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Control: RS 485

SDI output: 2x HD-SDI output 

Genlock input

Mount: C Mount

Size: 32mm x 32mm x 72mm 

Weight: 100g 

72mm



37AtomOne Cameras36AtomOne Cameras

©
 A

ve
lo

ci
da

d



39AtomOne Cameras38AtomOne Cameras

60,00mm

60
,0

0m
m

189,00mm

180,00mm



41AtomOne Cameras40AtomOne Cameras

Integration of a global shutter is key to the SSM500’s ability to deliver crisp video; 
ensuring that balls stay round and lines stay clean. And with the ability to choose 
between either B4 or C mount option, not only are broadcasters able to integrate 
their existing equipment with the SSM500, but they are also able to frame the action 
to suit the moment. A pole crane-mounted span of the pitch from behind the goal? 
No problem, the C mount has it covered. Picking out the emotion of an individual 
concert-goer from across the venue? The B4 mount can do it. 
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HD
85mm

Control: RS 485

SDI output: 1x HD-SDI output 

Microphone: mono mic

Lens: 120° - 40° F/1,5-2,8 

Size: Ø 60mm x 85mm 

Weight: 267g 
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SDI output: 2x HD-SDI output 

SDI 1 and SDI 2 can be downscaled to 3G/HD

Microphone: stereo mic

Lens: Wide angle 85° @3.4mm lens (included)

Mount: S-Mount or C-Mount (not included)

Size: 36mm x 36mm x 74mm 

Weight: 122g 
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The 
AtomOne 
Family 
Overview
Unique models designed to fit 
your professional workflow.
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AtomOne
mini

AtomOne
mini Zoom

AtomOne
mini AIR

AtomOne
mini Waterproof AtomOne AtomOne

4K mini 7
AtomOne

SSM-500 C-Mount
AtomOne

4K mini 11
AtomOne

SSM 500 B4
AtomOne

4K mini 16

SHUTTER 
TYPE Rolling shutter Rolling shutter Rolling shutter Global shutter Global shutter Global shutter

SENSOR SIZE 1/2.5” 1/2.5” 1/2.5” 1/1.23” 2/3” 2/3”

FRAME RATE 23 - 60 fps 23 - 60 fps 23 - 60 fps 23 - 60 fps 50 - 500 fps 50 - 500 fps

PROGRESSIVE 
FRAMERATES

23.98, 24, 25, 
29.97, 30, 50, 

59.94, 60

23.98, 24, 25, 
29.97, 30, 50, 

59.94, 60

23.98, 24, 25, 29.97, 
30, 50, 59.94, 60

23.98, 24, 25, 29.97, 
30, 50, 59.94, 60

23.98, 24, 25, 29.97, 30, 
47.96, 48, 50, 59.94, 60

23.98, 24, 25, 29.97, 30, 
47.96, 48, 50, 59.94, 60

INTERLACED 
MODES 50i, 59.94i, 60i 50i, 59.94i, 60i 50i, 59.94i, 60i 50i, 59.94i, 60i 50i, 59.94i, 60i 50i, 59.94i, 60i

HDR HLG, PQ and SLOG3 HLG, PQ and SLOG3 HLG, PQ and SLOG3 HLG, PQ and SLOG3 HLG, PQ and SLOG3 HLG, PQ and SLOG3

COLOR multi matrix support multi matrix support multi matrix support multi matrix support multi matrix support multi matrix support

CONTROL RS 485 RS 485 RS 485 RS 485 RS 485 RS 485

CAMERA MODE - - - -
SSM mode (4x60p) or 

Trigger mode
SSM mode (4x60p) or 

Trigger mode

SDI OUTPUT 1x HD-SDI output 1x HD-SDI output 1x HD-SDI output 2x HD-SDI output 4x HD-SDI output 4x HD-SDI output

GENLOCK 
INPUT - - - YES YES YES

MOUNT S Mount S Mount S Mount C Mount C Mount B4 Mount

LENS 85° @3.4mm - lens 
included

85° @3.4mm - lens 
included

85° @3.4mm - lens 
included

Wide angle 95° @5mm 
lens (not included)-

Wide angle 112° @3.7mm 
lens (not included)

-

MICROPHONE Mono Mic Mono Mic Mono Mic - - -

SIZE 30mm x 30mm x 
30mm

30mm x 30mm x 
18mm

32mm x 32mm x 51mm
32mm x 32mm x 

72mm
60mm x 60mm x 189mm  92mm x 80mm x 244mm

WEIGHT 45g 25g 115g 100g 900g 1700g

SHUTTER 
TYPE Rolling shutter Rolling shutter Rolling shutter Global shutter

SENSOR SIZE 1/2.5” 1/2.5” 2/3” 1”

FRAME RATE - - - -

PROGRESSIVE 
FRAMERATES

23.98, 24, 25, 29.97, 30, 50, 
59.94, 60

23.98, 24, 25, 29.97, 30, 47.96, 48, 
50, 59.94, 60

23.98, 24, 25, 29.97, 30, 47.96, 
48, 50, 59.94, 60

23.98, 24, 25, 29.97, 30, 47.96, 48, 50, 
59.94, 60

INTERLACED 
MODES 50i 59.94i, 60i 50i 59.94i, 60i 50i 59.94i, 60i 50i 59.94i, 60i

HDR HLG, PQ and SLOG3 HLG, PQ and SLOG3 HLG, PQ and SLOG3 HLG, PQ and SLOG3

COLOR multi matrix support multi matrix support multi matrix support multi matrix support

CONTROL RS 485 RS 485 RS 485 RS 485

CAMERA MODE - - - -

SDI OUTPUT 1x HD-SDI output
2x HD-SDI output

(SDI 1 and SDI 2 can be downscaled to 
3G/HD)

2x HD-SDI output
(SDI 1 and SDI 2 can be down-

scaled to 3G/HD)

2x HD-SDI output
(SDI 1 and SDI 2 can be downscaled to 3G/

HD)

GENLOCK 
INPUT - YES YES YES

MOUNT - S-Mount or C-Mount (not included) C-Mount C Mount

LENS 120° - 40° / F1,5-2,8 85° @3.4mm - lens included
Wide angle 76° @6mm lens

(not included)
Wide angle 112° @4,7mm lens

(not included)

MICROPHONE Mono Mic Stereo mic Stereo mic Stereo mic

SIZE 60mm x 60mm x 80mm 36mm x 36mm x 74mm 36mm x 36mm x 74mm 36mm x 36mm x 74mm

WEIGHT 267g 122g 123g 123g
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